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“CHIC

<> AIPHONE’

JO Series
Monitor Door Entry

FEATURES
7" Flat Panel Monitor

Touch Sensitive Panel Buttons
Sharp and Clear Colour Images
2 Dooor Station Types

Surface and Flush Mount

IKO7 Impact Rated

IP54 P Rated

ddress Slots on Door Stations

Pronunciation: [sheek]

Noun: casual and understated style, as in dress or décor, that expresses a fashionable lifestyle.

Aiphone’s JO system is a cost
effective 1 door to 2 room
colour video door entry system
with 7 inch fiat panel colour
maonitor.

The JO is the first Aiphone
system to be officially impact
and ingress rated. The monitor
Is brilliant white with touch
panel confrols. It has volume,
brightness and lock release
controls in addition to door
monitor and option button
controls.

There are two standard door
station options: Stainless
steel flush mount and vandal
resistant die-cast zinc surface
mount. Both are weather
resistant and suitable for the
smartest of applications.

« Up to 2 Monitors per System
# Kits Available

o Cost Effective

e 2 Wire System

#» Hands Free Speech

o Simple Installation

» Biilliant White Monitor

#» Simple to Use
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Doo r\*Entry Intercom
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The new Aiphone TOUCH
door entry intercom has a
hybnd celour monitor witha 7"
touch screen.

The system can have up to 4
door siations and & monitors
making it suitable for many
applications.

The monitors have a
traditional handset and hands
free operation for ultimate
fiexibility. All call and selective
call allows the occupants fo
communicate freely. Piclure
memory and alarm sensor
inputs add a sense of security
for peace of mind. Style and
functionality blend perfectly!

4 Doors and 8 Monitors

7" Touch Screen

Pan, Tilt and Zoom

Picture Memory

Video Recording on SD Card
All Call and Selective Intercom
On Screen Window Menu
DDA Door Station Option
Inductive Handsets

Baby Monitoring

Alarm Sensor Inputs

Flush & Surface Door Stations
Eye-Fi Compatible
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y- U R BA N f GT Series

Door Entry Intercoms
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Aiphone's GT system is a

. fully scalable door entry

intercom, from a simple 1 to
1.system up to 16 doors and
2000 monitors. The elegant
styling and robust door stations
make it suitable for any
application. It boasts features
such as pan, filt and zoom with
ultra wide angle lens, DDA
functions such as induction
loops, verbal instructions and
pictograms. The GT-2C-L
benefits from Picture Memory.
" New FLEX stainless steel door
_ stafions are also available.

@ 16 Doors and 2000 Monitors

. _» Range of Monitors

# Pan, Tilt and Zoom

e 170° Wide Angle View

“ & Presence Sensor (GT-DM)
Visual Pictograms

Voice Prompts

@ Handsfree Operation
Induction Loops

Picture Recording (GT-2C-L)
DDA Features as Standard
Concierge Facilities

FLEX Stainless Steel Options
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| ”FLEX” |:)c lechno‘ogy

% Stainless Steel Range

a unique stainless steel system
for Aiphone door entry products.
The system is called FLEX and
consists of plates, panels and
back boxes that allow bespoke
door stafions to be created “off
the shelf avoiding the traditional
& week lead time. Multi-buttoned
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door stations can have keypads,
prox readers, directories,
induction loops etc., and can be
mounted to a FLEX pedestal via
universal fixings.

VWhat combination will you
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Let’s TALK

&> AIPHONE'
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AIPHONE
DB-TMD

DA/DB Series

'Door Intercoms

B

Aiphone audio door intercoms
are available with a handset

(DA Series) and a hands-free

room station (DB Series). The
door station is available with
up to 4 call buttons and has
lluminated directory. Both the
DA and the DB system use the

same door station.

The DA handset is a stylish
glossy white design and the
DB hands-free room station
£an have sub-stations with
intercom.

& Aluminium Covered Door
Station

# Upto 4 Call Buttons

® |lluminated Directory

& Slimline Design

® | ock and Option Buttons

e Intercom between DB Room
Stations

# DB has Handsfree Operation

e  Simple Wiring

s ‘oltage Output for Lock

e FLEX Stainless Steel Options
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Voice Over P
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TALKMASTER SOFTWARE
Talkmaster-SOLO software comes
free of charge with each IPT. It
allows one user to run the software.
Up to 250 intercoms can be
managed with SOLO.
Talkmaster-EE enterprise software
is available for multiple users. It
allows queues of IP7 mtercoms

; to be managed, forwarded and

overflowed by many users. 3
licences come as standard.

Digital Acoustics’ IP7

range of audio |P adapters
dre suited to a vanety

of applications where
traditional wiring technigues
are not desirable or not
possible. The IP7s vary
between door entry
applications and PA. 2 or

3 wire connections to door
stations make instaliation
simple and the PA versions
simply wire to a loudspeaker
{or array of speakers). The
units can connect over the
intemet allowing town to
town and even country to
country applications.

Door Intercom Over IP
Paging Over IP

Local or Wide Area Network
PoE Versions

Free PSU with IPT-ST

Low Bandwidth

Free Single PC Software

Enterprise Software for
Multiple Users

Event Audio Recording

Up to 20 Watts Paging Power
Line Out for PA Amplifiers
Lock Release Relay

PTT Operation



The 15 "ICONIC® IP or undesirable fo hard wire. For simpler IP 1S-1P o Llser Directory JHW-1P

communication system is It can be used overa LAN or  communications ¢ Upto 32 IP Devices s Remotely Monitor Doors e« 20 systemsfo 10 PCs
extremely flexible and can be  WAN making communication requirements, the Aiphone & Any Combination of Devices  » Flush and Surface Call Points  « Pan. Tilt and Z

used as purely IP, traditionally  distances infinite. Door calls JKW-IP system couid be

wired or a hybrid (part wired,  can be answered on a master  considered. Up to twenty 1 to =Gt Ve Gt « Speed Dial Buttons e Picture Recording

part IP) solution. Offering handset or PC and can be 1 systems can be connected « Pan Tiit & Zoom  Software Master Option # Various Door Station Options
video door intercom over forwarded and transferred as~ to 10 PCs. & Duplex Speech & Picture Recording

IP, the IS system is quick to necessary. IS is an advanced « Call Transfer = Quick Installation

install and can be used in intercom system suited to & intertam Bebwecn Masocs 3 AIPHON E'

places where it is impossible many applications.





















